
 
 
 
Cable 1- Is the variable Power level adjustment Potentiometer 
 Only need a small Hex tool to remove and reinstall knob  
 and small adjust wrench to remove and reinstall potentiometer Pic003 
Cable 2- Is the RF cable, orange in color. In the pic, it shows going through  
 the feedthru box. You will have to feed it thru your own box, driver does not 
 come with new feedthru box. 7/16 wrench required to attach cable to  
 copper and ceramic feedthru. Pic 001 and right corner of Pic003 
 SOLDER WIRE TO CONNECTOR AFTER IT GOES THROUGH BOX!!! 
Cable 3- Is the power cord for the plasma driver. It requires 115V supply, that comes  
 from K1 relay. Blue lead connect to A1+. Brown lead connects to 14 NO. Green 
 lead connects to Gnd stud on chassis. Pic002 
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Cable 3- Is the power cord for the plasma driver. It requires 115VAC supply, that comes  
 from K1 relay. Blue lead connects to A1+. Brown lead connects to 14 NO. Green 
 lead connects to Gnd stud on chassis. Above picture. 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

 
 
Cable 1- Is the variable Power level adjustment Potentiometer 
 Only need a small Hex tool to remove and reinstall knob  
 and small adjust wrench to remove and reinstall potentiometer Pic003 
 


